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GLP-593.5/0.6~2mW 

 

 

 

 

 

     

                                                                                           

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

LASER POINTER  

AT 593.5nm  
 

GLP-593.5 is the first yellow laser pointer 

in the world. It is novel, unique and amazing. 

The yellow pointer is lightweight, portable and 

easy to use. Our yellow lasers pointers are safe 

for use in the U.S. and they comply with Food 

and Drug Administration certifications. It can 

be used for industries, scientific research, 
hobbies, forensics.  

SPECIFICATIONS 

Wavelength (nm) 593.5±1 

Output power (mW) >0.6, 1, 1.5, é , 2 

Transverse mode TEM00 

Operating mode CW 

Beam divergence, full angle (mrad) <1. 5 

Beam diameter at the aperture (mm) ~1. 5 

Switch Push button 

Surface color Black 

Power supply 2×AAA/1.5V batteries 

Operating lifetime (hours) 3000~5000 

Warranty 6 months 

Remark LED indicator, key switch and logo engraving are on request. 

 

GLP-593.5 Dimensions Accessory 

 

ū13.5×150(L) mm
3
, 0. 055 kg  

 

2×AAA/1.5V batteries 

 


