PGL-111-C-593.5/2~20mW

PORTABLE LASER
AT 593.5nm

PGL-I11-C-593.5 is made features of
small size, drived by battery, special safety
parts design, which is widely used for laser
DIY fans.
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SPECIFICATIONS

Data sheet

Wavelength (nm) 593.5+1
Output power (MW) >2,3,4é ,20
Transverse mode TEMy
Operating mode Ccw

Beam divergence, full angle (mrad) <1.5

Beam diameter at the aperture (mm) ~1.5

Switch

Push button

Surface color

-
AVODEXPOSURE L aserrarteon s ertfect formthis APERTURE
Black

Range in darkness (m)

1000~10000

-~ . . JASFR RADIATION -AVOID DIRECT EYE EXPOSURE

Power supply 1TANo. 186500 Li batteries -*mmmvmmmm
CLASS IIIa LASER PRODUCT

Operating lifetime (hours) 5000~10000 s doecomgle w21 CFR 104010 ad 08011
Changstun Newindistes Optelentuics Tech Co, Lid (CNT)

Rd, Chengetan, PR Ctimm.
Warranty 6 months e "
Remark LED indicator, remote connector and key switch are available.

PGL-I11-C-593.5

Dimensions

Accessory

0 3 8 20@) mm®, 0.3 kg
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